
Changing Batteries
 1. Remove the battery 
  compartment door.

 2. Remove the old batteries.
 
 3. Insert new batteries with 
  orientation as indicated on the
  floor of the battery compartment. 

 4. Replace the battery compartment door making sure the 
  battery door clip is securely latched.

Support and Accessories
Available from www.wavywand.com :
 • Extensive online support
 • FREE software to create WavyWand™ images
 • FREE downloadable fonts, pictures, messages and 
  animations
 • USB and Serial Programming cables

Custom WavyWand™ Orders Available
 For custom colors and designs contact your local retailer or

sales@wavywand.com
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Button Overview

Quick Start
 1. First remove the shipping tab from the battery 
  compartment door. 
 2.  Turn the WavyWand™ on by pressing the Enter button. The
   WavyWand™ will turn off automatically if left unused for 20 
  seconds; or press and hold the Enter button.
 3.  To display an image simply wave the WavyWand™ from 
  side to side.

Scroll Down

Enter/Select

Scroll Up

Main Wand Operations
 WavyWand™ On / Off
  To turn the WavyWand™ on press the Enter button.  The 
  WavyWand™ will turn off automatically if left unused for 
  20 seconds; or press and hold the Enter button.

 Previous / Next Image
  Press the Up or Down buttons to scroll through the 
  different stored images. 

 Flashlight
  Press and hold the Down button until the flashlight turns 
  on.  To turn the flashlight off again press and hold the 
  Down button.
  • To turn the display off while flashlight is on press and 
   hold the Enter button.
  • If the display is off and the flashlight is on, press and hold 
   the Enter button to again turn the display on. 
  Note: If the  flashlight is on and the display is off the WavyWand™

  will not turn off automatically after 20 seconds.

 Display Brightness
  Press and hold the Up button until the desired brightness 
  is reached.  Release the Up button to select.

 Image Appearance
  Press the Enter button to toggle the image appearance 
  between solid and pixilated. 
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Manual Message Programming 
 1. Enter text programming mode
  a. With the Up or Down buttons scroll to the desired text 
    message to be edited.
  b. Simultaneously press and hold both the Enter button 
    and the Up button until the top LED on the display 
    illuminates.
 2. Delete existing characters from message
  a. With the Up or Down buttons scroll until the LED next 
    to the  symbol is illuminated.
  b. Press the Enter button to select and delete the last 
    character in the message.  When there are no more 
    characters to be deleted,the entire display will flash.
 3. Add characters to message
  a. With the Up or Down buttons scroll until the LED next 
    to the desired character is illuminated.
  b. Press the Enter button to add the selected character 
    to the message.
  Note:  When the message reaches a maximum of 20 characters the entire 
  display will flash, and no more characters will be added to the message.

 4. Select  font size and store message
  a. With the Up or Down buttons scroll until the LED next 
    to the desired font size is illuminated: S  for small, M for 
    medium, and L for large.
 Continued on Page 3
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  b. Press the Enter button to select the desired font size 
    and store the edited message. 
  Note: A message containing zero characters cannot be stored, if this is
   attempted the message will default to the previously stored text.

Computer Programming
 1. Connect the USB programming 
  cable (sold separately) to the 
  USB port on your computer.

 2. On the WavyWand™, remove the battery 
  compartment door to access the computer 
  programming connector.

 3. Then connect the other end of the 
  programming cable to the connector 
  located inside the WavyWand™ battery 
  compartment.
 
 4. On your computer, open the WavyWand™ program.
 
 5. Follow the on screen instructions or download the 
  WavyWand™ programming Software User Guide from:
   www.wavywand.com\support
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